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Department of Transportation 

State of Georgia 

Supplemental Specification 

 

Section 209—Subgrade Construction 

 

Delete Subsection 209.3.05.A and substitute the following: 

 

 
A. Subgrade Construction 

Construct subgrade as follows: 

1.  Plow, harrow, and mix the entire surface of the in-place subgrade to a depth of at least 6 in (150 mm). 

2.  After thoroughly mixing the material, bring the subgrade to Plan line and grade and compact it to 100 percent of the 

maximum laboratory dry density. 

3.  If the subgrade needs to be stabilized, or if a subsequent contract provides for base construction, do not apply 

density requirement at this stage.  

If a subsequent Contract provides for base construction, eliminate mixing and compact the in-place subgrade to 95 

percent of the laboratory maximum dry density. 

4.  Ensure that the subgrade can firmly support construction equipment before placing subsequent layers of base and 

paving materials. The subgrade must support construction equipment without excessive movement regardless of 

compaction.  

5.  Rework unstable areas of subgrade to a moisture content that will provide stability and compaction. The Engineer 

may direct the Contractor to proof roll the subgrade with a loaded dump truck. 

6. Compact the subgrade using a sheepsfoot roller.  

The Engineer may permit the use of vibratory rollers whenever the subgrade soils consist of Class IA1, IA2, or IA3 

materials.  

7. Ensure that subgrade material used underneath soil-cement base meets the requirements of Subsection 301.3.03.A. 
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